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Features
• New harder carbide grade - Made in Europe.

• 4 sided design "diamond style" with agressive cutting edges (special Diager sharpening).

• Copper past brazing.

• Fast spiral with tightened pitch.

• Total length improved.

• Shiny / copper finishing.

Benefits
• Agressive tip improves precision and penetration.

• Drilling through up to class 3 ceramic tiles

• Use dry for easy work.

• Better resistance to high temperature when drilling.

• Speed up dust extraction.

• Ideal for deep materials.

• Suitable for more materials : non-tempered glass, plastic, composite, brick, marble.

• Identifying design.

Glass & Tile Drill Bit

FAST

DRILLING THROUGH UP TO CLASS 3 CERAMIC TILES

MULTI MATERIALS

High hardness carbide tip (made in Europe) 

 New 4 faces carbide tip design

 Copper brazing

Benefits
 Accurate drilling precision
 Better penetration results
 Drilling through tiles up to class 3
 Dry and wet applications
 Better resistance to friction

 Total length improved

 Shiny / copper finishing 

Benefits
 Allows drilling into deep materials
Suitable for more applications
 New Diager design 

 Tightened pitch

Benefits
 Speed up dust removal
 Better in deep materials

CARBIDE TIPFAST SPIRALLENGTH

UP TO 100 MM
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Quality plastic pouch
European hole

Color label

3 40 80 400D03 3336600014466 1
4 40 80 400D04 3336600014473 1
5 40 80 400D05 3336600014480 1
6 40 80 400D06 3336600014497 1
7 60 100 400D07 3336600014503 1
8 60 100 400D08 3336600014510 1
9 60 100 400D09 3336600014527 1

10 60 100 400D10 3336600014534 1
12 60 100 400D12 3336600014541 1
13 60 100 400D13 3336600093546 1

Ø Lu Lt Ref. Gencod Qt.




